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Carefully unpack and identify all parts before assembly. Bulbs
are not included.

1. Screw threaded pipe securely into a finial. Then slip the
same threaded pipe through cap and center plate. Lock all
together by fastening with another finial from above.

2. This fixture can be mounted onto ceiling either as chain hung
or flush mount: 
CHAIN HUNG INSTALLATION- Fig. 1: 
A. Take fixture wire (with plastic insulation) and ground wire

and thread through fixture loop. Then install loop onto
threaded pipe located at top of fixture. 

B. This fixture is supplied with 2 threaded chain links. These
links are opened and closed by twisting cylinder on chain
link. One threaded chain link should be installed onto
canopy loop and the other should be installed onto
fixture loop. The standard chain should be installed in
between these 2 threaded chain links. 

C. Determine the desired length of chain to hang. Remove
any unwanted links with chain plier. 

D. Take ground wire and weave through above chain links,
then thread through center hole in canopy loop. Repeat
with fixture wire (wire with plastic insulation). 

FLUSH MOUNT INSTALLATION- Fig. 2: 
A. Remove and discard canopy loop and threaded pipe from

fixture plate. 
B. Thread ground wire and fixture wire through fixture plate,

lock washer, and hex nut. Lock all together on top of
fixture by tightening hex nut onto threaded pipe.

3. Cut excess wires leaving only 6" (15cm) length of wires
above canopy. Split fixture wire into two strands. Then strip
off 3/4" (19mm) of outer plastic insulation.

4. Follow enclosed “Multiple Standard Installation Instructions”
for electrical and fixture installation onto ceiling outlet box.
NOTE: Before starting wire connection, enlist a helper to
support the fixture, or make a hook from a wire coat hanger
and temporarily suspend the fixture from mounting plate

5. Place Shade over threaded socket then spacer tube and
secure with counter ring, using supplied wrench.

6. Install light bulbs (not included). See label located at socket
area for type and maximum allowed wattage.

Important Safety Instructions

1. Turn off power at main fuse or circuit breaker box before
starting installation.

2. Use of other manufacturers components will void warranty,
listing and create a potential safety hazard.

3. If you are unclear as to how to proceed, contact a qualified
electrician.

4. You don’t need special tools to install this fixture. 
5. Be sure to follow steps in the order given.
6. Read instructions carefully.
7. Save these instructions.
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CAUTION: DISCONNECT POWER DURING INSTALLATION

1) If you are replacing an existing fixture, disconnect and remove the old fixture. Expose the supply wiring from the outlet box.

2) A) # 2001 SINGLE CAP NUT INSTALLATION:

Screw the threaded pipe 3 complete turns into the mounting strap and lock in place with hex nut.

B) # 2002, 2003 & 2004 CAP NUT INSTALLATION: 

Thread the machine screws into the opposite side of the mounting plate from the green ground screw. Lock the machine
screws into place with lock nuts.

3) Fasten the mounting strap to the outlet box using the two screws supplied with the outlet box.

4) Spread the electrical wires so that the black wires are on one side of the outlet box and the white wires are on the other side.

5) GROUNDING INSTRUCTIONS:

A) On Fixtures where mounting strap or mounting plate is provided with a green ground screw and two raised dimples. 
Wrap ground wire from outlet box around green ground screw and tighten. (As shown above).

B) On fixtures where mounting strap or mounting plate is provided with a green ground wire attached. (Not shown).
Connect mounting strap or mounting plate ground wire to ground wire from outlet box with wire connector (not
provided).

C) If fixture is provided with ground wire attached. (Not shown). Connect fixture ground wire to ground wire from outlet box
with wire connector (not provided). After following the above steps.

NEVER CONNECT GROUND WIRE TO BLACK OR WHITE POWER SUPPLY WIRES.

6) To make electrical connections: Connect the white wire(s) from the fixture to the white wire of the outlet box. Connect the
black wire(s) from the fixture to the black wire of the outlet box. NOTE: Black outlet box wire may be red, round & smooth
and / or have copper connector. White outlet box wire may be square & ridged and / or have a silver conductor.

7) Place fixture against mounting surface allowing the machine screws to pass through the fixture cover plate. Secure with 
cap nuts. 


