
INSTALLATION AND SAFETY INSTRUCTIONS

WARNING: Be sure the electricity to the system you are working on is
turned off; either the fuse removed or the circuit breaker set at off.

IF YOU ARE UNCLEAR AS TO HOW TO PROCEED, CONTACT A
QUALIFIED ELECTRICIAN.

Lighted lamp is HOT!
WARNING - To reduce the risk of FIRE or INJURY TO PERSONS:
Turn off/unplug and allow to cool before replacing lamp. Lamp gets HOT
quickly!  Contact only switch/plug when turning on. Do not touch hot lens, 
guard, or enclosure. Keep lamp away from materials that may burn. Do not
touch the lamp at any time.  Use a soft cloth. Oil from skin may damage lamp.  
Do not operate the luminaire fitting with a missing or damaged shield.
SAVE THESE INSTRUCTIONS

FOR YOUR SAFETY                              

IMPORTANT SAFETY INSTRUCTIONS                            

1. Minimum distance from the front of the lamp to combustible surfaces 
is 8”.

2. Be sure to install the rail system where it can not be shorted out by  
conductive materials.

3. Make sure all connections are tight.
4. This is a non-electrified support.
5. Space supports no greater than 4 feet apart for straight sections.
WARNING: Use of other manufacturers components will
void warranty, E.T.L. listing and create a potential safety
hazard. CAUTION - RISK OF FIRE. KEEP AWAY FROM 
COMBUSTIBLE MATERIALS.
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INSTALLATION                           

1. Measure distance from outlet box to support adapter (43” max.)
2. Attach support base to ceiling with toggle bolt (supplied), or wood  

screw etc.
3. Attach rail support adapter to support base. Be sure support adapter 

aligns with rail configuration like the power feed does.
4. Install rail into rail adapters so conductors face contacts of power 

feed.(see Fig 2) *Please make sure contact fits into rail conductors 
properly. You may have to slightly back out ground set screw.
NOTE: If power feed or support adapters are not able to close around 
rail, turn rail around so adapter fits properly.(see fig. 2)

5. Close adapters over rail and install cap.
6. Secure cap on adapters by tightening set screws.
7. Tighten ground set screws on adapters into the groove of the rail.
8. If rail is not level, loosen set screws on rail support adapter, level rail 

and tighten set screw.
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