
Model:
(91450-98) Nautilus 12v
(91451-98) Nautilus 24v 

Description: 12V or 24V Stainless Steel Under Water Light 
Lamp Provided: 35-Watt MR 16 Bi-Pin 10,000 Hour or 50-Watt MR 16 Bi-Pin 10,000 Hour 
Lens Options: Clear (installed), Frosted, Dimpled Diffuser, Linear Spread & Blue

This fixture must be submerged in a body of water minimum of 1 inch and maximum of 8 feet in depth. The fixture is 
supplied with a 10 inch stainless steel plate, the plate can be weighted to keep fixture in place. 

To get the maximum benefit of your fixture and to provide your customer with the ultimate state of the art lighting portrait we have 
made available the above described lenses. These are intended to allow you to provide the desired level of light. To attach any of 
the extra lenses, remove the fixture shroud by removing screws. It is critical that the smooth side of lens faces interior of 
fixture.
In order to not void warranty, use only a Unique Lighting Systems re-lamp kit. It is important to tighten the screws on the face 
plate in a clockwise pattern making several full rotations until tight. 

Fixture Features
This stainless steel underwater light is not harmful to fish and will give you many years of enjoyment.  Your fixture comes ready to be 
connected to the hub or home run lead. (Note: The lamp socket has been pre-greased for long-term maintenance free operation.) 

1. Pull the wire lead to your connection point (hub/junction box) and connect the two wires. Even though polarity is not an issue,
it is recommended that you always match the polarity, that is to say put the lettering-to-lettering wires and the ribbed to ribbed 
wires together. (NOTE) While not necessary we do recommend that you attempt to conceal all additional wire, rather than 
cutting off the excess. This helps maintain flexibility and even voltage. 

     Important safety and maintenance instructions

1. Underwater fixtures should be powered by a Pool and Spa transformer. 
2. Lamp is hot when lit!  Do not touch when lamp is on! 
3. Allow fixture to cool before touching or re-lamping fixture! 
4. Do not operate fixture if cover shield is damaged or missing.. 
5. Clean fixture with calcium lime remover.  Do not use acid or any other solvent base cleaner. 

 
CAUTION:  DO NOT OVERLOAD CABLE or TRANSFORMER and maintain polarity at all times. For 12 volt systems, keep each fixture between 
10.8 and 12.0 operating volts.  For 24 volt systems, keep each fixture between 21.6 and 24.0 operating volts.  Consult with a qualified electrical 
contractor and local electrical codes before installing any electrical product.   
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WEIGHT: 9.2 lbs

DESCRIPTION

SCALE: NONE

FIXTURE NAME

UNDERWATER LIGHT
9/12/07

NAUTILUS

NOTES: -Lifetime Warranty
-Maximum Wattage: 35 Watts
-Included: Frosted, Clear, & Blue Lens
-Level of Light Application: 1, 2, & 3
-30°, 45°, and 90° Faces for Optional Installation w/o Base Plate 

Stainless Steel Construction
with Silicon O-Ring Seal

50 Feet 16/2 STOOW Black Cord

Liquid Tight
Cord Grip

Tempered Glass Lens

Berylium Copper Pre-Greased Socket with
35 Watt MR-16 FMW, 10,000hr Rating

10" Stainless Steel Base
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