
Model: 
(91054-147) Novastar 3’ lead 12v
(91052-147) Novastar 12v
(91066-147) Novastar 24v 

Description: 12V or 24V Solid Brass In-Ground Well Light 
Lamp Provided:  MR16 20 Watt – 20 Watt Max 

ASSEMBLY / INSTALLATION INSTRUCTIONS: 
Please read carefully before installing.   Save these instructions. For lamp replacement and 
Lamp type.

TOOLS REQUIRED
Philips screwdriver.  It is recommended that when installing any low voltage fixture that you have (at a minimum) the following items: voltage meter, 
amp probe, wire nuts, and assorted hand tools 

1. Dig the appropriate size hole (see illustration on reverse) and bury the fixture. The proper depth should leave the upper ¾” above ground. 
This will prevent excessive moisture from building up in the fixture. In addition, you should dig the hole deep enough to allow for at least 6” 
of gravel. This will help dissipate water away from the fixture. 

2. Simply pull the 25’ wire lead from your connection point (hub) leave the extra wire at your fixture, this will unsure equal voltage and 
flexibility to the fixtures.  

IMPORTANT LENS OPTIONS:  We have provided you with lens options to dial in your lighting portrait. These lenses are used to reduce glair and 
dial in desired level of light. 
                        Level 1. CLEAR DOME LENS: This lens must be used at all times. 

Level 3. DE-OP (FROSTED) LENS: Use to reduce lamp output and soften an object. 
Level 2. AX-OP (LINEAR) SPREAD LENS: Use to spread out light for broader coverage. 
Level 2. VI-OP (DIMPLED) LENS: Use to diffuse and spread the light out. 
MR-16 CLIP: This allows you to attach the optional lenses to the mr-16 bulb. 
To attach any of the extra lenses, remove the top and add the mr-16 clip and the desired lens to the MR-16 lamp.

• IMPORTANT:
ALWAYS PLACE LENS WITH SMOOTH SIDE DOW, FACING THE GASKET 

ONLY TIGHTEN SCREWS BY HAND, THIS WILL ENSURE THE SCREWS DO NOT STRIP OUT 

 Important safety and maintenance instructions
1. Keep away from materials, structures or landscapes that may burn! 
2. Use with low-voltage outdoor lighting system only. 
3. Lamp is hot when lit!  Do not touch when lamp is on!  
4. Allow fixture to cool before touching or re-lamping fixture! 
5. Keep away from materials, structures or landscapes that may burn! 
6. Do not operate fixture if cover shield is damaged or missing. 
7. Do not submerse fixture in water. 
8. Clean fixture with a calcium, lime and rust remover. Do not use acid or any other solvent base cleaner. 

CAUTION
DO NOT OVERLOAD CABLE or TRANSFORMER and maintain polarity at all times. For 12 volt systems, keep 
each fixture between 10.8 and 12 operating volts.  For 24 volt systems, keep each fixture between 21.6 and 24.7 operating volts.
Consult with a qualified electrical contractor and local electrical codes before installing any electrical product.



REV
WEIGHT: 2.3 lbs

DESCRIPTION

SCALE: NONE

FIXTURE NAME

Cast Brass MR-16 Well Light
2/11/08

NOVA STAR

NOTES: -Lifetime Warranty
-Maximum Wattage: 20 Watts
-Included: Frosted, Linear, & Spread Lens,
                 & Hex Louver
-Level of Light Application: 1 & 2
-Weatherd Brass Finish

25 Feet, 18/2 THW UV Brown
(Bury Extra Wire at Fixture Location)

Cast Brass Construction

Galaxy Hub
(Not Included)

Glass Lens

Captivated Stainless Steel Screws

Berylium Copper Pre-Greased Socket with
20 Watt MR-16 BAB, 4000hr Rating

3.80

4.13


